**WARNING**
- Ensure desk/work surface/wall/partition is suitable to take the weight of the arm/s and monitors.
- Ensure all screws are tightened and occasionally adjust if needed.
- Do not stretch the monitor before adjusting monitor.
- Do not tighten the screws beyond recommended torque.
- Do not attach the monitor before assembling arm.
- Do not use this product for any purpose other than that for which it was designed.
- Do not use this product after the expiry of the shelf life or if damaged.

**MAINTENANCE AND INSPECTION**
- Clean with a damp cloth, NO solvent.
- Do not attach the monitor before assembling arm.
- Do not use this product for any purpose other than that for which it was designed.

**ADVERTENCIA**
- Asegurarse de que todos los tornillos estén apretados y ajustarlos de nuevo si fuera necesario.
- Mantener la monitor estrecho cuando se realicen ajustes.
- No instalar el monitor antes de fijar el brazo.
- No desarmar o remodelar los brazos.
- Limpiar con un paño húmedo, no utilizar solventes.

**MANTENIMIENTO E INSPECCION**
- Limpiar con un paño húmedo, no utilizar solventes.
- No desarmar o remodelar los brazos.
- Mantener la monitor estrecho cuando se realicen ajustes.

**COMPONENT LIST**
- Monitor Arm x 1
- Clamp Pod x 1 (Cable Clips Installed)
- Clamp Screw x 1
- VESA Plate x 1
- M4x12mm VESA Screws x 4
- M4x10mm VESA Screws x 4
- Optional Security Screw x 1
- VESA Plate x 1

**DISCLAIMER**
- Colebrook Bosson Saunders hold a number of patents and other intellectual property rights covering our products and processes. You can find patent information on our website at: www.colebrookbossonsaunders.com/patents

**PATENTS**
- Colebrook Bosson Saunders hold a number of patents and other intellectual property rights covering our products and processes. You can find patent information on our website at: www.colebrookbossonsaunders.com/patents

**LIMA INSTRUCTIONS**
- LMA/001/002
- LMA/001/003

**PRINT SIZE - A3 420MM X 297MM**

---

Please consider leaving these instructions with the product if further installation may be required by others.
INSTALL POST AND CLAMP

1A Reposition clamp bracket if required

Maximum Desk Thickness

1B Install clamp pad

NOTE
Thumb screw is removable if required

1C Position post and clamp onto desk

IMPORTANT NOTE
Ensure clamp is fully flush against the back of the desk

1D Fully tighten clamp pad to the underdesk

USEFUL TIP
Additional tightening can be achieved by using a 4mm Allen key into toolless adjuster (not supplied)

INSTALLING ARM

2A Compress and hold both buttons

2B Slide arm onto the chosen channels of the post

2C Release buttons to clamp arm to post

ATTACH MONITOR MOUNT PLATE TO MONITOR

3A Use screws supplied
Be sure to select correct length

3B Screws over-inserted
Screws under-inserted

IMPORTANT
It is the responsibility of the installer to ensure all mounting screws are properly engaged with a minimum of 4 x 360° turns into the display. Under or over insertion may cause damage to the equipment or injury to personnel.

MOUNT MONITOR TO ARM

4A Support screen and then compress buttons to adjust screen to required height

4B Release buttons whilst still supporting the screen

INSTALL MONITOR CABLES UNDER CABLE CLIPS

5A Use either of the two channels on the post to install arm

5B Release buttons to clamp arm to post

NOTE
Thumb screw is removable if required

FOLD

HEIGHT ADJUSTMENT

6A Support screen and then compress buttons to adjust screen to required height

6B Release buttons whilst still supporting the screen

IMPORTANT NOTE
Ensure to lift monitor whilst adjusting the height

NOTE
Thumb screw is removable if required

FOLD

OPTIONAL
FIT SECURITY SCREW IF REQUIRED

7A Security screw locks monitor to arm

IMPORTANT
Ensure you have enough free cable to avoid stretching or snagging at all positions.